








https://www.epa.gov/sites/production/files/2019-02/documents/trading-policy-memo-2019.pdf
https://www.epa.gov/sites/production/files/2019-02/documents/trading-policy-memo-2019.pdf
https://www.epa.gov/sites/production/files/2019-02/documents/trading-policy-memo-2019.pdf
https://www.epa.gov/npdes/nonpoint-source-baselines-water-quality-trading
https://www.epa.gov/npdes/nonpoint-source-baselines-water-quality-trading


https://www.deq.idaho.gov/water-quality/surface-water/pollutant-trading/
https://www.deq.idaho.gov/water-quality/surface-water/pollutant-trading/
https://www.epa.gov/npdes/integrated-planning-municipal-stormwater-and-wastewater






https://www.epa.gov/sites/production/files/2017-10/documents/r10-npdes-ada-county-ms4-ids028185-rtc-2009.pdf
https://www.epa.gov/sites/production/files/2017-10/documents/r10-npdes-ada-county-ms4-ids028185-rtc-2009.pdf
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In summary, the terms and conditions contained in ITO - District #3 permit will reduce the 
discharge of pollutants to the maximum extent practicable and are consistent with the wasteload 
allocations established in the TMDLs listed in Table 2. Therefore, DEQ has determined the 
permit will protect and maintain existing and designated beneficial uses in the Tier I waterbodies 
listed in Table I in compliance with the Tier I provisions of Idaho's WQS (IJ)APA 
58.01.02.051.01 and 58.01.02.052.07). 

Conditions Necessary to Ensure Compliance with Water 
Quality Standards or Other Appropriate Water Quality 
Requirements of State Law 

Best Management Practices 

Best management practices must be designed, implemented, monitored, and maintained by the 
permittee to fully protect and maintain the beneficial uses of waters of the United States and to 
improve water quality at least to the maximum extent practicable. 

When selecting best management practices the permittees must consider and, if practicable, 
utilize practices identified in the Idaho Department of Environmental Quality Catalog of 
Stormwater Best Management Practices for Idaho Cities and Counties 
(http://www.deg. idaho. gov /water-g ua I ity/wastewater/s tormwaterD. 

Pollutant Reduction Activities in Impaired Waterbodies 

Pursuant to IDAPA 58.01 .02.055.05, in carrying out the requirements of Part 4.3 of the permit, 
the pennittee must·detine and implement at least two activities that are designed to reduce 
impairment pollutants from the MS4 to Indian Creek, Mason Creek, and the Boise River. 

Temperature Monitoring 
To ensure the permitted discharges will comply with temperature criteria for the protection of 
aquatic life (IDAPA 58.01 .02.250.02.b, .t), the permittee must monitor temperature in 
stormwater discharges from the MS4 to Indian Creek, Mason Creek, and the Boise River to 
quantify stormwater impacts to these waterbodies. 

Reporting of Discharges Containing Hazardous Materials or 
Deleterious Material 
Pursuant to IDAPA 58.01.02.850, all spills of hazardous material, deleterious material or 
petroleum products which may impact waters (ground and surface) of the state shall be 
immediately reported. Call 911 ifimmediate assistance is required to control, contain or clean up 
the spill. If no assistance is needed in cleaning up the spill, contact the Boise Regional Office at 
208-373-0550 during normal working hours or Idaho State Communications Center after nonnal 
working hours. If the spilled volume is above federal reportable quantities, contact the National 
Response Center. 

IOS028177 Idaho Transportation Department (ITD) District #3 MS4 Permit 5 
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relevant to rccrc-ational use..,; include the follo.,.,ing: microbjal pollution, nulricnlo;, metals, 
chlorides, petroleum hydrocarbons, and organic chemicals. 

For a reissued permit or license, the cHcct on water quality is determined by looking al the 
difference in water quality that would result from the activi ty or discharge as authorized in the 
cuncnt pcnnit and tile water qua1lty chat would result rrom the acti vity or discharge as proposed 
in the reissued permit or license (IDAPA 58.01 .02.052.06.a). NPDES permits for regulated small 
MS4s must include terms and conditions to reduce the discharge of pollutants to the maximum 
extenl practicable, to protect water quality, and to satisfy the appropriate water quality 
requirements under the Ch.:an Water Act "Maximum extent practicable., is the sl!t.tutory standard 
that describes the level of pollutant reduction that MS4 operators must achieve. To a1:hieve these 
goals, the current and proposed MS4 permits implement minimum control measures an<l rely on 
iterative practices to identify and reduce discharge of pollutants. Pennittees' implementation of 
these practices must be documented in annual reports to EPA and D£Q review (Permit Part 
6.4.2), and is subject to on-site inspections (Permit Par11 8.7). EPA also determined lhnt additional 
pollutant reduction activities were required for the Idaho Transportation Departme.nt - District 
#1. 

The permit reissues the Idaho Transportation Department - District II- I MS4 permit Due to the 
nature ofMS4 pennits., implementing their requirements results in a contimu1l discovery of 
pollutant sources, use and refinement of BMPs, feedback from BMP impkmentation and 
maintenance.. additional knowledge tluough training opportunities .• and investigating and 
resolving rnmplaints. This level of scrutiny and effort combined v,tjth requirements to address 
pollution sources typically le-.:1ds to improved water quality the longer the permit is in effoct. H 
also generally results in minimal to no adverse change in water quality significant to recreational 
and aqua.tic life uses. 

This permit contains mc)nitoring and assessment expectations for the hluho Transportation 
Department - District# I MS4 (Permit Part 4.2), A multitude of case studies illuslralc that the use 
of best management practices (which include stonnwater management program clcmc11ts, pennit 
prohibitions, and other permit condit ions) have a measurable positive effect on water quality or a 
hiologic.al mdric.

1 
In addition, Lhe Idaho Transportation Department-District #1 is required to 

conducl at least two pollutant reduction activities (Pcnnit Part 4.3) targeting pollutants causing 
impairmcnL-. in Fcman Creek and Coeur d' Alene Lake. EPA oversight through review of annual 
reports and periodic in:;pections should ensure correct BMP design, construction, and 
maintenance. At a minimum, water quality conditions should be maintained f11om CWTent 
conditions. Therefore, DEQ has reasonable assurance that insignificant or no degradation will 
result from the discharge of pollutants from the ldaho Transportation Department - District # I 
MS4 pennit. 

DEQ concludes that rllis permit complies with the Tier II provisions of Idaho's WQS {IDAP/\ 
58.01.02.05 1.02 and S8.01.02.052.06). 

Urban Stonnwater Management in lhe Unilcd States, Nafional Research <.:ouncil, 2008. 

Idaho Transportation Departmel'lt - District #1 Municipal Separate Storm Sewer System (MS4); NPDES 
Permit# IDS02B223 5 
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For immediate assistance: Call 911 

.\Jational Response Center: (800) 424-8802 

Idaho State Communications Center: (800) 632-8000 

Other Conditions 

This certification is conditioned upon the requirement that any material modification of the 
pe1mit or the permitted uctivitics - including without limitation, any modifications of the permit 
to reflect new or modified TMDLs, wasteload allocations, site-specific criteria, variances, or 
other new information-shall first be provided to DEQ for review to determine compliance with 
Idaho WQS and to provide additional certification pursuant to Section 401. 

Right to Appeal Final Certification 
The final Section 401 Water Quality Certification may be appealed by submitting a petition to 
initiate a contested case, pursuant to Idaho Code § 39-107(5) and the "Rules of Administrative 
Procedure before the Board of Environmental Quality" (IDAPA 58.01 .23), within 35 days of the 
date of the final certification. 

Questions or comments regarding the actions taken in this certification should be directed to Kati 
Carberry, Boise Regional Office at (208) 3 73-0434 or via e-mail at kati.carberry@deq.idaho.gov. 

{;;,rAaron Scheff 

Regional Administrator 

Boise Regional Office 
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